
Rockbond Polymer Powder
Technical Data Sheet 

Product Name: RB6.32 Polymer Powder 

Description: 

Product: Redispersible polymer 
powder 

Type: Styrene Acrylic Polymer 
Colloids: Proprietary 
Additives: Mineral anti-caking 
Plasticisers: none 
Solvents: none 
Film Forming none 

  agents: 

Application Areas: 

The RB6.32 Polymer Powder High 
Performance Redispersible Powder 
redisperses in water to produce final 
characteristics of a liquid acrylic dispersion. 

The RB6.32 Polymer Powder is used 
wherever a binder or performance modifier of 
an acrylic dispersion is needed, but where the 
desired end product is in powder form. 

Incorporating RB6.32 Polymer Powder 
improves the application properties of a 
standard mortar mix. RB6.32 Polymer 
Powder improves flexibility, adhesion 
properties, mechanical properties, workability 
and working time.

Main Uses: 
ü Use in hydraulically setting systems
ü Tile Adhesives
ü Repair Mortars
ü Membranes
ü Self Levellers
ü Exterior (Thermal) Insulation Systems
ü Cement based renders

Typical Properties: 

Appearance: Off-White powder 
Solids Content: 99±1 
Bulk Density: 470 ± 50 grams/litre 
Ash at 1000ºC: 15 ± 2 % 
Tg: -1ºC

Dispersed Form: 
pH value: 6.5 – 8.0 (as a 10% 

dispersion in water) 
Film properties: opaque, tacky, flexible 

The RB6.32 Polymer Powder High 
Performance Redispersible Powder is 
plastisier & solvent free, contains no vinyl 
acetate or water soluble poly vinyl alcohol. 

Key Advantages: 

During end-product processing: 
ü Workability
ü Flow
ü Water retention
ü Reduced water demand
ü Longer open time
ü Quick redispersibility

In cured form: 
ü Higher shear strength
ü Flexibility
ü Adhesion
ü Abrasion resistance
ü Shock resistance
ü Shrinkage resistance
ü Water Resistance

Packaging: 

10 kg paper pails.  



Storage: 

RB6.32 Polymer Powder should be stored in a 
dry location, avoiding damp or humid 
conditions. Preferably avoid temperatures 
exceeding 25ºC.  It is recommended to avoid 
stacking items on top of bags without its 
protective cardboard outer, so as to avoid 
caking.  Opened sacks should be used 
promptly.  Storage life should not exceed six 
months. 

RB6.32 Polymer Powder blended with 
cementitious binders or fillers has a better 
storage life due to the inherent nature of the 

made up product. Processing: 

RB6.32 Polymer Powder High Performance 
Redispersible Powder will redisperse in water to 
form a dispersion.  The RB6.32 Polymer Powder 
range of products are able to blended with other 
additives to produce a powder based finished 
product such as mortars, adhesives and other 
compounds.  When the finished product is being 
mixed with water, high temperatures and severe 
agitation should be avoided, so as to avoid the 
inclusion of air and lumping of the mixture due to 
thermoplastic agglomeration.  Before use, the 
made up product performs best if allowed to 
stand for 30 seconds, then remixed for use. 

Regulations: 

RB6.32 Polymer Powder is not classed as 
dangerous or hazardous for transport purposes.  
RB6.32 Polymer Powder is both unclassified and 
non-toxic according to 99/45/EC. 

Other Information: 

The information set forth herein is furnished 
free of charge in good faith and is based on 
technical data that Rockbond considers to be 
reliable.  

This information is intended for use by 
persons having technical skill and at their own 
discretion and risk.  

Information contained in this product sheet 
conforms to the standard detail 
recommendations and specifications for the 
use of Rockbond products as of the date of 
publication of this document.  

Rockbond makes no other warranties and 
assumes no liability, expressed or implied. 

To ensure that you are using the latest and 
most complete information, please contact 
Rockbond.

Contact Details: 

Rockbond SCP
7 Te Puni St
Petone
Wellington
+64 4 5685401
sales@rockbond.co.nz
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